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SMAP Automatic Transfer Switch ATS-16 
1U Rack Mount ATS 

 

Overview 

 
Topology      Automatic Transfer Switch 

 
Load Capacity      16A, use for 3000VA 

 
Dimension (W*D*H) mm    430*315*44 

 
Net Weight (Kgs)    4.8 

 

 

Input 

 
Input Phase     Single phase 

 
Input Voltage     220/230/240VAC 

 
Voltage Range     160 ~ 290VAC 

 
Frequency Range    50/60Hz 

 
Input Power Connection    2 x IEC60320 C20, 16A 
 
Input Switch     2 x Input switch for source A and source B 
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Output 

 
Output Phase     Single phase 

 
Output Voltage     220/230/240VAC 

 
Frequency Range    50/60Hz 

 
Output Power Connection    8 x IEC60320 C13 10A, 1 x IEC60320 C19 16A 

 
Output Overload Protector   2 x Resettable circuit breaker for IEC60320 C13 
 
 
 

 

Management 

 
Communications     USB/RS-232, SNMP RJ-45 Network, Dry Contact 

 

 

Environmental 

 

Ambient air temperature for operation  0~95% RH @ -5~45℃ (non-condensing) 

 
Operating altitude    < 1,000m 

 
 

 

Standards 

 
Safety      IEC60950-1, CE  

 
EMI      IEC62310-2, C1 

 
EMC      IEC61000-2/3/4 

 
 

 

 

 


